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We acquired our coach in the fall in a year between children and dogs.  I heard of a screen door
available during the only day we were at a rally in the next for the next few years, but there was
no need.  Then, we got to using the coach for enjoyment.  

Remember when reading, that we have a ‘73 23' and there may be differences.  

I bought and investigated one of the self storing doors.  This would be very difficult to implement
in a 23.  I saw a commercial for a magnetic closed screen curtain and bought.  I knew it would
take some serious modification, but it did work and here is how to duplicate what we did and still
use.  The dog likes it a lot.  

First the good news - the total cost is about 20 to 30 dollars depending on how you buy what.  

Get: 
A Magic Magnetic Screen Door   8~20 $ on Amazon
15ft of 3/4 or 1" Velcro if you don’t mind sewing through the sticky, get the self-adhesive. 
Alternately, I used non-PSA Velcro and some trim mount that I keep in stock.

Important Note: Stitch the hook side of the Velcro to the curtain.  You will use the fuzzy side on
the door frame because it won’t collect debris (like the fur of passing dogs).

The way is stows onboard is great.  Ours stows on the shelf of the hanging locker (closet).  
Folded like  this: (picture is on our dinette table)

There only three modifications you have
to make to the as received “door: 

1 - Pleat the top corners so it will clear
the door curtain when the door is closed.  

2 - Stitch Velcro across the top of each
panel and down the length of the vertical
edges except as I will show later.  You
will also need to add a patch of fuzzy
side inside at the inner corners that I will
explain later.  

3 - Re-hem the bottom edge when you
are sure where it will need to be.  

We will also relocate some of the magnets much later.  



Pleats in the top corners are needed to clear a door shade if you have one. 

Unfortunately, I could not take these pictures from the point of view that would best show
exactly what the problem is here.  Our Day/Night Shade on the door protrudes about an inch and
a half.  I am not at all sure if that is typical.  It would be good to check your own.   

We disassembled the corners
enough to stitch in a trio of pleats
that were narrow enough to clear
the door shade hardware.  This
used the full width of the door
curtain material and it was not
too much when installed.

You will also want to add patches
of Velcro with the fuzzy side to
the side of the coach to both
curtains at the center split.  We
didn’t do this on the first try but
had to add it in later.  



I will advise that you take the time to put the Velcro
around the door at this point.  You will have to make a
break in the Velcro both on the door frame and that side
of the curtain to accommodate the door latch.  

The Velcro is not
compliant enough to conform to the door latch guard.

You will also want to add a patch above the center
of the door.  This will be an anchor of the panels
when they are split for opening.  This is also fuzzy
to the inside. 

 



Now, you can stitch on the rest of the Velcro so it clears the latch cover.  
You will want to add an inch or two each side of the doors opening split to go with the patch that
you put above the door and I will tell you more about that right now.  

Without the center anchor, the curtains will come open when pushing through.  If one is really
careful he can get though without dislodging the door curtain from the overhead Velcro, but that
is just a bad bet.  The dog never got that figured out at all.  I even put one of the extra magnets up
there, and that didn’t fix this, but the extra anchor does fix it.

This also requires that you stitch the edges of two pieces of hook side together - edge to edge. 

 All you have to do with this, is press it into
place as a last operation when putting the screen
door in place.  This is like the picture above.

Now,  the last thing that you should do to make
this a convenient and continuing pleasure is trim
the length and hem it up.  We set our so it drags
on the floor by about an inch and it has not been
any problem.  I did relocate a pair of the
trimmed off magnets (they pop apart with a
screw driver) to keep the very bottom closed.  

Happy GMCing   Matt & Mary 


