
 
 
 

Installation Instructions for Alternator Belt Tensioner 
 

1. Use the 3/8 X 3/4 inch bolt included in the kit to install the long connector. See 
installation picture for configuration of long and short connectors in Figure 1 below.  
Install a couple of flat washers between the alternator bracket and the long connector at 
the bottom of the alternator bracket adjusting slot with the hole in the long connector 
facing up.   Just snug the long connector bolt. 

2. Loosen alternator supporting bracket bolts. 
3. Remove the alternator bolt that screws into threaded ear of the alternator. 
4. Use the 3/8 X 1 1/2 inch bolt included in the kit to install the short connector.  Install the 

bolt from the back side of the alternator bracket through the threaded ear of the alternator 
and into the short connector.  Just snug the connector bolt. 

5. Make sure alternator belt(s) are aligned with all the pulleys. 
6. Tighten the 1/4 X 3 inch bolt in the short connector until it reaches the hole drilled in the 

long connector.  If the 1/4 X 3 inch bolt doesn't quite line up with the hole in the long 
connector, turn connector and/or add or remove washers under the long connector as 
needed to align the bolt with the hole.  

7. Once properly aligned start tightening the 1/4 X 3 inch bolt and make sure it bottoms out 
in the hole in the long connector. 

8. Finish tightening the 1/4 X 3 inch bolt until you get the proper belt tension.  Should get 
1/4 inch deflection when pushing down in the middle of the belt.   See Gene Fisher's 
adjustment technique by going to the following website address - 
(http://www.gmcmhphotos.com/photos/showphoto.php?photo=41424&title=testing-v-
belt-tension&cat=3196).  When finished adjusting the belt tighten the lock nut on the 1/4 
X 3 inch bolt.  

9. Finish tightening the two (2) 3/8 inch connector bolts.  Do not allow the connectors to try 
and turn while tightening the 3/8 bolts (You could bend the 1/4 X 3 inch bolt while 
tightening the 3/8 inch bolts if not held securely from turning). 

10. Tighten all supporting alternator bracket bolts and you are done. 
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